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INTRODUCTION

KemWatreat R 506 cleaner can be used to
remove waterborne deposits from
industrial membrane separation systems
such as ultrafilteration & reverse osmosis
systems.

FEATURES
Kem Watreat R 506 is a fast acting and
highly effective maintenance chemical for
removal of mineral scale and metal oxides.

TYPICAL PHYSICAL AND CHEMICAL
PROPERTIES
Appearance : colourless liquid
pH : Acidic
Specific gravity : ± 1
Flash point : none

FEEDING
Always follow the membrane
manufacturer’s recommendations for pH,
temperature and contact time. The typical
dilution ratio for

KemWatreat R 506 is a 1-5% range but never
exceed membrane pH limitations. All feeding
equipment used to handle this product should
be constructed of PE, PP, PVC or teflon. The
CWTL representative will help to decide most
suitable dose depending upon system details
and specific site problems.

HANDLING PRECAUTIONS
Wear suitable protective gloves and safety
goggles. In case of contact immediately flush
with plenty of water. After eye contact seek
medical advice.
In case of spillage, absorb with sand or other
absorbent materials and sweep up. Then flush
the area with water.
Before use review the Material Safety Data
Sheet for additional information.

PACKAGING

Kem Watreat R 506 is available in
various pack sizes including carbuoys, drums,
bulk and semibulk containers etc.
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